
Hardwood Specifications
Select & Better Grade
Sanded to 120
Kiln Dried to 7-8%, 12 staves
No Centers used, Riff Sawn

made in 5 PartsPart 1) A = Top Square Capital
Width:              Depth:               
Height: 
with Bevel   or No Bevel 

Part 2) B = Top Round Capital
Diameter: 
Height: 

PART 5 
I = Bottom Square:
Width:                Depth:  
Height: 
with Bevel  or No Bevel

PART 4  
H = Bottom Round
 Diameter:    
 Height:  

E =  Astragal 
Diameter:
Height:  

PART 3 -SHAFT
C=  Top Ring 
Diameter:               Height: 

I = Total Height all Parts:__________

D =  Neck   Top of Shaft
Diameter: 
Length: 

How many Whole Columns_______ 

How many Split for Post Wrap

How many Split for Pilaster
(up against a wall) 

Circle Hardwood 
Interior Use
Paint Grade: 
Basswood     Maple    AmPoplar

Stain Grade: 
Sap Maple 
Red Oak / White Oak  
Alder  
Cherry 
Beech 
Walnut  
African Mahogany 
South American Mahogany 
Ash 
Yellow Birch
 
Exterior Use
Knotty Pine 
White Pine 
Clear Pine 
Western Red Cedar 
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F & G =  Shaft Diameter:

Tuscan Smooth Non-Tapered 
Custom Size Form 
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